
COSEC ARC 
Quick Start

V.
3.
1,

 N
ov

em
be

r 
’1

6Head Office
394-GIDC, Makarpura, Vadodara - 390010, India
Ph: +91 265 2630555, +91 8511173344
Email: 

Website

Support@MatrixComSec.com

: www.MatrixSecuSol.com

MATRIX COMSEC

mailto:Support@MatrixComSec.com
mailto:Support@MatrixComSec.com










6 15

Upper Connectors

COSEC ARC IO800

Bottom Connectors

Connecting Interfaces with COSEC IO800
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Prepare For Installation

           WARNING

Ÿ Installation and Servicing should be done only by a qualified technician.
Ÿ There are no user-serviceable parts inside.
Ÿ Opening or removing the device cover may result in electric shock or exposure to 

other hazards.
Ÿ The 3 VDC/18 mAh (Li-Al) alloy Manganese Dioxide Coin Battery should be 

replaced by authorized dealers only as  there is a risk of explosion if the battery is 
replaced in an incorrect manner.

Ÿ Please dispose-off used batteries.

Connecting Interfaces with COSEC ARC DC100P/S 
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Mounting the COSEC ARC

Figure 3: Mounting the COSEC ARC*

*  Image shows mounting on a 35 mm plate.

Mounting Clip

Din Rail

SAFETY INSTRUCTIONS

Do not install the device:

Ÿ On unstable surfaces.
Ÿ Where ferromagnetic field or noise is induced.
Ÿ Where static is created, such as desks made of plastic, carpets.
Ÿ Near volatile inflammable materials or inflammable goods such as drapes.
Ÿ Where volatile gas and/or inflammable gas is created.

Bringing Door Online

Ÿ Open the COSEC Server application on a browser.
Ÿ Go to Devices > Device List > Click the New icon.
Ÿ On the Select Device Type To Be Added window, select COSEC ARC.
Ÿ Click the Continue button. The Device Configuration window will open.
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To configure network settings for the COSEC ARC, follow these steps:
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In this type of architecture, you can connect the COSEC ARC either directly 
to the monitoring computer using an Ethernet Crossover/Straight cable or 
through an Ethernet Switch or hub using standard straight-through Ethernet 
cables (Figure 4).

Connecting as a Direct Door

Connecting as a Panel Door

To use the COSEC ARC as a Panel Door, connect it either directly to a Panel Lite 
over Ethernet, or serially through RS-485 looping. The typical master-slave 
architecture shall appear as shown in Figure 5. 

Ethernet Switch

Figure 4: Connecting to the Monitoring Computer

Ethernet Switch

COSEC Panel Lite

RS-485

COSEC Application
Server

Up to 32

Up to 75 *

Figure 5: Connecting as Panel Door

Configuring Network Settings

Ÿ Default IP Address: Direct Door-192.168.50.50, Panel Door- 
Ÿ Default Subnet Mask: 255.255.255.0

192.168.50.51

The COSEC ARC can be connected to the network over Ethernet.
The COSEC ARC is pre-configured with a default IP address and Subnet Mask.

The Door IP Address can be changed if required. Ask your network administrator 
for an IP Address for the Door. Also ask your network administrator, if you will 
need to change the Subnet Mask, or configure the Gateway IP Address and DNS.

* 255 doors are supported with PANEL Lite V2.

      Note
ARC DC 100S and ARC IO 800 do not support Direct door connection.
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